Quality is in our nature

Additives - Oil

Eurol Visco Oil Plus
OnucaHue
Eurol® Visco Oil Plus - nobaeka, Emxocts 250 Mt Eurol® Visco Oil Plus
pazpaboTaHHast A1 YBEITHYCHHSA BI3KOCTH PEKOMEHIYETCsI HCIONB30BaTh B 4 - 6 TUTpax
Macna B IN3ebHBIX M OCH3MHOBBIX MOTOPHOT'O Macia, MPOCTO JOOABIISIS PUCAIKY
JBHUTaTeNsAX ¢ TypOOHarHerareneM wiu 0e3 Hero. K maciy. He mepenonssiite qBuratens,
3710 4acTh MPODYMIAKTHICCKON POLCIYPBI KOJIMYECTBO MACJIO JOKHO OBITh «3aIMOTHECHO
TEXHUYECKOTO OOCITYKUBAHUS, Ba)KHAs IS Ha KOHTPOJIbHOM MHAMKATOPE yPOBHS Macia.
«3II0pOBBSI» CTapbIX ABUTATEIICH, a TAKXKE DTO yBENUYHT BA3KOCTH 10 20%.
JBUTATENICH ¢ OOIBIIUM POOETOM, YTOOBI OBITH
YBEPEHHBIM B TOM, 4TO ABUraresib MakcumanbHo Eurol® Visco Oil Plus coBMecTHM ¢ IIMPOKHM
3aIIMINEH B YCIOBUSIX, TJIE JICTHUE TEMIIEPATypbl CIIEKTPOM MOTOPHBIX Maces (MUHEPAIbHBIX WIIH
4yacTo AeprKarcs B auamnaszone 35-50 ° C. cuHTeTHYeCKuX ). Ecnu B nBurarerne

ucrnosb3yercs 6onee 1 1 MOTOPHOrO Macnia
Eurol® Visco Oil Plus pekomenayercs, ecmu B kaxasie 500 kM, pekomenayercst mposecta TO
BallleM ABHTATENIC HCIONb3yeTcs bonee 1 1 aBTOMOOMIIA, YTOO CIICIIHATHCTHI CMOTIIH
MOTOPHOr0 Macia 4epe3 kaxapie 1000 kM, Wi~ BBIABUTH IPUYMHY 3TOIO M yCTPAHUTD €E.
BbI IJIAHUPYETE BOXKIACHHE ITPU SKCTPEMATBHO [Tonp30BaTeNn TOMHKHBI O3HAKOMHTHCS C JIHCTOM
BBICOKHUX TeMIIepaTypax (HampuMep, BO BpeMs 6e3omacHoctu Eurol® Visco Oil Plus amst
ornycka). Eurol® Visco Oil Plus nmoBeiraer MOTyYeHHs: HHPOPMALIUN O CPOKE XPAHCHHUS U
BA3KOCTh Maclia, CO3JaBas OoJiee TOICTYIO ycnoBusax xpaHeHus. Ecim nmorpebyercs
CMAa30YHYH0 IJICHKY MCXKAY ABHKYIIUMUCS JOIIOJHUTCIIbHAA I/IH(l)OpMaHI/Iﬂ, O6paTI/ITeCI> B
YaCTAMH. Eurol Research & Development.
IMocne nob6asnenusa Eurol® Visco Oil Plus x
MOTOPHOMY Macily Ballle TPaHCIIOPTHOE
CPEICTBO IJIABHO JBHKETCS C YMEHBLICHHON
BUOpALIMCH Ha XOIOCTOM XO/y. JTa J00aBKa
BOCCTaHABIIMBACT KOMIIPECCHUIO ABUTATEIS,
yJIydLIaeT CTaOMIIBHOCTB IIPU BBICOKOH
TEMIIEpaType U BBICOKOI Harpys3Ke,
YBEJIMYMBACT MOIIHOCTh ABUTATEIIS U
9KOHOMHIO TOTLIUBA.
Physical properties
Colour colourless to slightly yellow
Density at 20°C 0.8528 kg/I ASTM D 1298
Viscosity, kinematic at 40°C 947.6 cSt ASTM D 445
Viscosity, kinematic at 100°C 110.3 ¢St ASTM D 445
Viscosity Index 217 ASTM D 2270
Available in 250ML
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This sheet contains recommendations or suggestions on properties and possible applications of Eurol products. Because of continuous product research and development, the information in
this document can be changed at all times, without foregoing notice. The analytical information in this document consists of typical incorrectness of the text. The reader is advised to make the

final product choice in dialogue with the supplier.
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